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Product definition and application 
Cleaning detergent suitable for periodic removal of lime coatings, metal film and such in the food industry. 
Creates a foam gel film with very good adhesion after application. 
 
User instructions 
Use foam nozzle upon application. Adjust the air pressure in the application equipment to approximately 3,7 
bar to ensure proper foam quality. Dosage in foam systems: 3 – 5 % EnduroEco depending on the type of soil.  
The temperature should not exceed 35 °C. 
 
1. Remove all visible soil. 
2. Apply foam on all relevant surfaces and leave on for 6-8 minutes. When cleaning vertical surfaces; apply 

from the bottom and up.  
3. Rinse well with clean water.  
 
 
Product properties 
Solubility:   Completely soluble at any ratio 
Density:   ca. 1,21 kg/I 
pH:    1 (conc.), ca. 2 (1 % solution) 
Reactivity: When mixed with hypochlorite-containing products, irritating and toxic gases develop. 

EnduroEco corrodes slightly on light metals and therefore hydrogen gas can form which 
can give an explosive mixture with air. 

Corrosion:  Stainless steel is not affected. Copper corrodes slightly without discoloration. There is 
little corrosion for aluminum with 3 % concentration, but higher concentrations should 
be avoided due to corrosion hazard. 

 
 
Storing conditions and durability 
Stored cool, but frost proof in original packaging. Recommended use within 1 year of production 
date.  
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Testmetode 
 
Reagents:  0,1 N Sodium hydroxide 
 Thymol blue indicator 
 
Procedure:  Add 2-3 drops of the indicator solution to 20 ml of the test solution. Titrate with 0,1 N 

sodium hydroxide to an end point from yellow to blue.  
 
Calculation:  % w/w EnduroEco = ml sodium hydroxide x 0,069 
 
 
Typical conductivity values:  
 EnduroEco [% w/w]   Conductivity at 25 °C [mS/cm] 

1     5,1 
2     8,1 
3     10,5 
4     12,7 
5     14,7 
6     16,6 
7    18,4 
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